
TECHNICAL
SPECIFICATION

HEAD PROTECTION
EASY ASSEMBLY KIT FOR THOSE WISHING TO ADD RETRACTABLE EYESHIELDS TO THEIR EXISTING EVOLite®

EVOSPEC® 
HELmET mOuNTED EyESHIELD wITH CLEAR LENS

CONFORmITy
Clear: EN166.1.FT N 2-1.2

Smoke: EN166.1.FT N 5-2.5

DImENSIONS OF OuTER PACKAGING
Quantity:  10

Weight:     300g (Approx.)

DImENSIONS & SPECIFICATIONS OF SPECTACLE
Weight: 24.9g (Approx.)

UV Filtering

Anti-Fog

Anti-Scratch

SPECTACLE FEATuRES
Retracts neatly and securely into helmet when not in use

Stylish Design

6 Base Curve lens offers optimum coverage for all users

Low profile Bi-Polymer Nose Clip for improved comfort and 
security

Factory Fit and/or User Replaceable

LImITATIONS OF uSE
Protection will only be offered if the safety spectacles are fitted 
correctly

If the safety spectacles become scratched or damaged they 
should be replaced, likewise if the safety spectacles are sub-
jected to severe impact they should be replaced immediately

Do not apply paint, solvents, adhesives or self-adhesive labels, 
except in accordance with instructions from the manufacturer

The safety spectacles, when in contact with the skin may cause 
allergic reactions to susceptible individuals

If this occurs leave the hazard area, remove the eyeshield and 
seek medical advice
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ARmS:
Black Polypropylene Arms

LENS:
Clear Polycarbonate Lens 

PRODuCT CODE: ANT010-200-000

HEIGHT:
150mm

wIDTH:
70mm

LENGTH:
240mm

CLEANING & mAINTENANCE
The safety spectacles may be cleaned with soap and warm water 
and dried with a soft cloth

Do not clean with chemical or abrasive cleaners

The helmet and spectacles should be stored out of direct sunlight 
away from chemicals and extremes of temperature

INSTRuCTIONS FOR uSE
In use ensure that the safety spectacles fit comfortably and 
securely on the head

Ensure that the safety spectacles are in place, before entering 
hazard area


